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PERFORMANS BEYANI

AB Yapi Malzemeleri Yonetmeligi (305/2011)

DECLARATION OF PERFORMANCE

C € In accordance with Regulation (EU 305/2011)

HEKiIM YAPI

NO.DoP -002/2013-07-01 Rev.00

Uretici Adi Hekim Yapi Endustrisi Sanayi ve Ticaret A.S. (Tel: 0216 493 0 493 www.hekimyapi.com)
(Manufacturer's Name) Hekim Yapi Endiistri Industry and Trade Inc. (Phone: 0 216 493 0493  Web site: www.hekimyapi.com)

Merkez Adres
(Center Address)

Guzelyali Mahallesi, istasyon Caddesi, Egemen Sokak, No: 11/2, 34903 Pendik / [ISTANBUL
Guzelyali Mahallesi, istasyon Caddesi, Egemen Sokak, No: 11/2, 34903 Pendik / ISTANBUL / TURKEY

Uretim Adresi
(Production Address)

Sakarya 2. Organize Sanayi Bolgesi Hendek / Sakarya
Sakarya 2. Organize Sanayi Bélgesi Hendek / Sakarya / TURKEY

Uriin Tipi Kimlik Kodu TS EN 12467+A1:2016-12 Elyaf takviyeli cimento kullanilarak imal edilmis diiz levhalar (HEKIMBOARD)
(S AL NI RGEN L MM  According to TS EN 12467+A1:2016-12 Fibre cement flatsheets that is used cellulose reinforced cement (HEKIMBOARD)

Uriin Tanimlamasi
(Product Description)

Uriini tanimlayan kodlar, mamul etiketleri ile paketler iizerinde gésterilmistir.
Product codes are identified on product label and packages

Kullanim Amaci
(Purpose of]

Uygunluk Teyit Sistemi

- Her tirli yapida ic ve
dis cephe kaplama
malzemesi olarak,

- Interior and exterior
cladding material
on all type building,

- Ara kat doseme
malzemesi olarak,

- As backing laying
material

- Dis cephelerde kapi
ve pencere
kenarlarinda séve
olarak,

- At the exterior area,
door and window
edges as jamb

Sistem 3 / System 3

- Sandvic panel
seklinde ara bolme
duvar elemant
olarak,

- Sandwich panel

shaped as partition
wall member,

- Cati kaplama

malzemelerinin altinda
destek elemani olarak
(0SB yerine),

- As supporting material

under the roofing
material (Insted of
0SB)

- Muhtelif kaplama

malzemeleri ile birlikte
kompozit eleman
olarak,

- As composit member

with the various
material

- Cephede dekoratif

kaplama malzemesi
olarak,

- In the front as

decoration cladding
material,

- Islak hacimlerde

seramik alti
malzemesi olarak

- In wet volumes as

sub-material,

- Muhtelif izolasyon

malzemeleriile

birlikte sandvic panel

olarak,

- As sandwich panel

with the various
insulation materials

- Asma tavan elemani

olarak (6 mm),

- As suspended roof

member (6 mm)

- Islak hacimlerde ara

bélme elemani
olarak (PP lam kapli
sekilde),

- In wet wolumes as

partition member
(PP lam coated
shaped)

(Conformity Confirmation)

Onaylanmis Kurulus Numarasi 1783 - TSE
(Approved Campany Number)

Onaylanmis Belge Numarasi 215744-1
(Approved Document Number)

Performans Uyumlulugu
[Performance Compatibility)

Onayli kurulus tarafindan Sistem +3'e gore malzemenin baslangic tip testleri yapilarak uygunlugu degerlendirilmistir.
It is evaluated making the initial type test according to System 3 by Approved Organization

Kontrol Sistemi ISO 9001:2015

[Control System)
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Temel Karakteristikler HEKiIMBOARD Performans ilgili Uyumlastirilmis Standart

(Related Harmonized Standard)

(Essential Characteristics) (Hekimboard Performance)

Kalinlik 6mm - 20 mm
Thickness
Goriniir Birim Hacim Kiitlesi Min. 1,30 g/cm?

Apperant Density

Egilme Dayanimi Kategori A, B Islak sartlarda asgari >7 N/mm2
Bending Strenght Category A,B Wet condition min >7 N/mm2
Kategori C, D Kuru sartlarda asgari >10 N/mm?2
Category C,D dry conditon min >10 N/mm?2

Asbest Asbest icermez
Asbestos [NT tipi levha/Type Sheet NT)
Non asbestos
Tip / Katagori / Sinif Kategori / Category A,B Sinif / Class 2
Type / Category / Class Kategori / Category C,D Sinif /Class 3

Category A, B Class 2
Category C,D Class 3

Yangina Tepki Yanmaz, EN 13501-1'e gére A1 sinifi yapi malzemesi
Reaction to Fire Noncombustible A1 class construction material according to EN 13501-1
Su Gecirimsizligi Su gecirmez
Water Permeability Water proof

TS EN 12467+A1:2016-12

Islanma Kuruma Etkisi
Soak -Dry Effect

Sicak Su Etkisi

Islanma kurumaya dayanklidir.
Resistant to soak and dry RL > 0,75

Sicak suya dayanklidir.

Heat Water Effect Resistant to heat water RL > 0,75
Donma Coziilme Etkisi Donma Cozlilmeye karsi dayanklidir.
Freeze Thaw Effect Resistant to freeze ad thaw RL > 0,75
Isitma Yagmur Etkisi A kategori levhalarda 50, B kategori levhalarda 25 isitma/yagmur
Heat Rain Effect ceviriminden sonra kullanim performansini etkileyecek derecede

gorinir herhangi bir catlak, tabakalarin yarilmasi, carpilik, sehim veya
diger kusurlar meydana gelmemistir.
It is not observed any visible cracks,delamination,warping and bowing
or other defect that can affect the using performance after heat-rain
circuit for A category sheet 50, B category sheet 25,

Rutubet Hareketi 0,08%
Moisture Movement
Kalinlik 6mm - 20 mm
Thickness
Standart Olciiler Width/En : 1250mm
Standard Dimension Lenght/Boy : 2500mm, 2800mm, 3000mm

Bu belgede tanimlanan iiriin beyan edilen performans degderlerine uygundur.Bu performans beyani imalatcinin sorumlulugu altinda diizenlenmistir.
Product that is identificated this document is suitable performance value that is declared .This Performance declaration is issued under the responsibility of producer.

Firma Yetkilisi / Executive of Company

Hiseyin HEKIM

Unvan / Title

Hekim Yapi Tesisler Midird / Hekim Yapi Plants Manager

Firma Kasesi / Company Stamp imza / Signature
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